AIRMASTER’

ventilation in balance

Nomenclature / Plate System Airmaster Products AM 900

AMPS00HM-WCH,ICO,PIRM

Series: L Options:
AMP BP Bypass (standard)
CH Comfort Heater
CP Condensate Pump
Type:  ——— CR Capacitive Return for SD and ED
900 ED Motor-driven Exhaust Air Damper
(standard)
Model: EM Energy Met_er
H (H.orizontal) ePMio 50% Supply air filter ePMi 50%
) ePM;:55%  Supply air filter ePM; 55%
V (Vertical) ePM;80%  Supply air filter ePM; 80% (special
part)
. PHS PreHeating Surface
Version: SD Motor-driven Supply Air Damper
1. Chara.cter: (standard)
M - M'X,'n,g ) WCH Water Comfort Heater (Only
MF - .M|X|ng, frontinlet Version M)
D - Displacement 315 Roof Cap Module
CO External CO, Sensor
HY External Hygrostat
ICO Internal CO, Sensor
ICT Internal CO,-/TVOC Sensor
IPIR Internal Motion Sensor
IT Internal TVOC Sensor
PIR External Motion Sensor
Bl BACnet™/IP
B2 BACnet™ MS/TP
K KNX®
L LON®
M MODBUS® RTU RS485
AO Airmaster Airling® Online
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